Metal cover and frame (Schematic only)-See Note 2.

24" Dia PCC jacket covered with 2" of HMA-See Note 1

NOTES:

1. Concrete for jacket and core shall contain not less than 590 lbs of cementious material per cubic yard, 3/8" maximum aggregate grading, in conformance with Section 90, "Concrete," of the California Department of Transportation's Standard specifications.

2. Approved covers and frames are those manufactured by Chirap Co., Casting, Port No. 9277 or 9279 or approved equivalent. Covers shall be marked "Monument" shall be non-rocking and designed for a 10,000 lb. wheel load.

3. 30# felt or 1/4" layer of sand to create a "cold joint."".

4. 6" diameter collar formed with 30# felt or non-metallic form tube (may be left in place).

5. Solid brass marker (2" to 21/2" diameter top and 2" minimum shank) with distinctive punch and R.E. or T.S. number.

6. When "H" exceeds 12", a complete reconstruction of monument is required.

COUNTY OF CONTRA COSTA
PUBLIC WORKS DEPARTMENT
MARTINSVILLE, CALIFORNIA
STANDARD PLAN

STREET SURVEY MONUMENT

SCALE NO SCALE
DATE 5/14
DRAWN BY L. COSTA PLAN NO. CA40
NO. DATE REVISION DESCRIPTION CHECKED BY R. ZWEMMER