CONSTRUCTION WASTE MANAGEMENT (CALGREEN) PLAN: NON-RESIDENTIAL

Owner Name: _____________________________________

Apn: ________________ Building Permit #: ________________

Jobsite Address: _____________________________________

Sq. Ft: ________________ Non-Residential Project Type: 
Addition/Alteration ☐ New Construction ☐ Demo 

Jobsite Contact:______________________________________

Company:_________________________________________

Jobsite Contact Phone: (_____) ________________

Amount of Demolition Work: ☐ None ☐ Low (only floor & wall coverings, fixtures, etc.) ☐ Medium (includes framing & structural members) ☐ High (includes foundations)

Demo Sq. Ft.:______________

Check all applicable waste reduction methods:
☐ Efficient Design ☐ Careful & accurate material ordering ☐ Careful & accurate material handling/storage ☐ Panelized or prefabricated construction

<table>
<thead>
<tr>
<th>Name of Facility where Load will be Delivered</th>
<th>Material Type</th>
<th>To Be REUSED</th>
<th>To Be RECYCLED</th>
<th>To Be DISPOSED</th>
</tr>
</thead>
<tbody>
<tr>
<td>☐ Self-Haul Trash or Municipal Solid Waste (MSW)</td>
<td>Trash or Municipal Solid Waste (MSW)</td>
<td>☐</td>
<td>☐</td>
<td>☒</td>
</tr>
</tbody>
</table>

Mixed Construction & Demolition (C&D) Debris

Mixed C&D loads (tons listed on or converted from amount shown on receipts) can only be partially recycled, therefore when submitting Report Mixed C&D tons will have to be split into the Tons Recycled and Tons Disposed columns as follows:

- Loads that ARE taken to one of the Approved C&D Processing Facilities on the list, will be credited as 65% Recycled and remaining 35% must be counted as Disposal.
- If facility IS NOT one of the listed Approved C&D Processing Facilities, then 100% of the C&D tons taken to that facility will have to be included under Disposal.

Source Separated Reusable or Recyclable Materials

(Maximize recycling credit by separating concrete & other materials at the jobsite in order to deliver to facilities that you confirm accepts specified material types for reuse or recycling).

- ☐ Self-Haul Asphalt & Concrete
- ☐ Self-Haul Dry Wall/Gypsum
- ☒ Self-Haul Mixed Construction & Demolition (C&D)

Land Clearing Debris - Plant, Tree, Soil, Sand, and Rock

Identify any types of Land Clearing Debris expected to be removed from your project site.

- ☐ Self-Haul Type:
- ☐ Self-Haul Type:
- ☐ Self-Haul Type:

By signing below, I acknowledge that I am responsible for complying with the construction and demolition waste recycling requirements of the CalGreen Building Standards Code as amended by County Ordinance including providing Report and receipts that adequately demonstrate a minimum of 65% was recycled.

Signature of ☐ Owner ☐ Contractor ☐ Other: __________________________  Print Name __________________________  Date: __________________________

***FINAL INSPECTION WILL ONLY BE SCHEDULED IF COMPLETED REPORT SUBMITTED WITH ADEQUATE RECYCLING RECEIPTS***

When selecting facilities to be used, be sure to refer to the most up-to-date Approved C&D Processing Facilities List posted on our website www.cccounty.us/debris.

For County Staff Use Only:
Approved By: __________________________
On Date: ____________________________

Make copy for applicant, place original in permit file.

G:\Conservation\Waste-Recycling\Debris Recovery Program\CalGreen Debris Recovery Packets\Editable Documents\CalGreen Plan Blank_10-21-2019_Non-Res.docx  Revision Date: 10/21/2019
To view the County’s Volume to Weight Conversion Table or more recycling receipt examples from other facilities, check out the Recycling Receipt Guide on our website: www.cccounty.us/debris