
ADH
6.48-in
5.8-yr

96.0-hr

BAP
2.35-in
2.0-yr

96.0-hr

BCO
2.92-in
3.5-yr

96.0-hr

BIF
2.51-in
2.9-yr

96.0-hr

BIX
2.04-in
1.9-yr

96.0-hr
BLD

7.88-in
4.1-yr

96.0-hr

CCP
3.08-in
1.9-yr

96.0-hr

CRK
4.69-in
3.7-yr

96.0-hr

DBF
4.03-in
2.1-yr

96.0-hr

DBL
9.89-in
20.0-yr
96.0-hr

DVB
7.02-in
9.2-yr

96.0-hr

FCD
6.01-in
12.1-yr
96.0-hr

HLD
5.34-in
4.7-yr

96.0-hr

ISD
2.96-in
3.6-yr

96.0-hr

KGR
2.89-in
1.5-yr

96.0-hr
MCF

6.38-in
9.9-yr

96.0-hr

MED
2.77-in
2.8-yr

96.0-hr

ORF
7.43-in
4.8-yr

96.0-hr

RIC
4.87-in
3.4-yr

96.0-hr

ROF
5.28-in
6.2-yr

96.0-hr

RRG
3.42-in
3.5-yr

96.0-hr
RSS

9.03-in
28.6-yr
96.0-hrSMC

10.27-in
21.5-yr
96.0-hr

TAS
5.07-in
6.5-yr

96.0-hr

WSF
4.13-in
4.8-yr

96.0-hr

YGF
6.03-in
14.2-yr
96.0-hr

Contra Costa County Flood Control and Water Conservation District 
Storm Report Rain Gauge Exhibit

January 7, 2017 Storm
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